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DESIGN FOR 
GOOD MEASURE





I am a freelance graphic designer having previously worked as 
a designer/studio manager in the public relations and creative 
industry for 15 years. My work includes graphic design for print, 
branding, product packaging, POS, websites, exhibitions, events, 
PR news media /content along with video production and editing.





Fanatical emphasis was placed on the manufacture of the  
concrete for the Hoover Dam. Exact proportions of all of the 
ingredients for the concrete were used. Due to the immensity  
of the project, variations in quality simply could not be risked. 



.



Precision was vital to the construction of the Channel Tunnel. 
Without the exactness of the engineers, the breakthrough on the 
1st December 1990, when the British and French met below 
the surface of the English Channel, wouldn’t have happened.





E 5 ptE 6 ptE 7 ptE 8 ptE 9 ptE 10 ptE 11 ptE 12 ptE 13 pt

E
28 pt

E
30 pt

E
38 pt

E 42 pt E 48 pt E 54 pt E 60 pt E 72 pt 12 POINT

10 POINT

8 POINT

6 POINT

4 POINT

3 POINT

2 POINT

1 POINT

½ POINT

HAIRLINE

12

0

24

36

48

60

72

84

96

108

120

132

144

156

168

180

192

204

216

228

CO
M

PU
TE

R 
PO

IN
T 

SC
AL

E

0 1 2 3 4 5 6 7 8 9 10 1 1 12 13 14 15 16 17 18 19 2 0

0 1 2 3 4 5 6 7 8 9 10

COMPUTER PICAS SCALE

TYPE POINT SIZE SAMPLES

E 14 pt E 15 pt E 16 pt E 18 pt E 20 pt E 24 ptE 22 pt E 25 pt

E
26 pt

E
32 pt

E
34 pt

E
36 pt

6 7 8 9 10 12 14 16 18 20

LEADING GAUGE

RULER cm | mm

STROKE WEIGHT

B SERIES PAPER
B0 - 1000 x 1414mm
B1 - 707 x 1000mm
B2 - 500 x 707mm
B3 - 353 x 500mm
B4 - 250 x 353mm
B5 - 176 x 250mm
B6 - 125 x 176mm   

A0
A1
 A2
 A3
A4
A5
A6

C SERIES PAPER

C0 - 917 x 1297mm
C1 - 648 x 917mm
C2 - 458 x 648mm
C3 - 324 x 458mm
C4 - 229 x 324mm
C5 - 162 x 229mm
C6 - 114 x 162mm

A SERIES PAPER
A0 - 841 x 1189mm
A1 - 594 x 841mm
 A2 - 420 x 594mm
A3 - 297 x 420mm 
A4 - 210 x 297mm            
A5 - 148 x 210mm
A6 - 105 x 148mm       

ISO STANDARD PAPER SIZES
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The space shuttle was covered with Silica tiles, which could  
withstand the extreme 1650°C temperatures on re-entry to  
Earth. Silica’s low heat conduction is so effective that tiles 
can be held with bare hands by the edges whilst still red hot. 





The remarkable Falkirk Wheel is the only fully rotating boat lift in 
the world. Based on Archimedes’ principle and the law of buoyancy, 
it uses two gondolas to raise canal boats to a height of 24 metres 
in just 15 minutes, replacing the preceding staircase of 11 locks 
that originally linked the two canals that took almost a day to pass.





Thousands of individual quarter-inch wires created the two 
huge galvanised cables forming the great spine of the Golden 
Gate Bridge. Accuracy of these main cables was essential to 
the support and strength of the gigantic suspension system.





An engineering background has taught me that precision and 
attention to detail are crucial to enable a product to function 
correctly. My attitude towards graphic design is no different.

Mobile: (07813) 684298  
Email: design@stephenframpton.co.uk 

www.stephenframpton.co.uk
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